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by the Administration, but does not in-
clude a passenger automobile or sta-
tion wagon, any vehicle, locomotive, or 
car operated exclusively on a rail or 
rails, or a trolley bus operated by elec-
tric power derived from a fixed over-
head wire, furnishing local passenger 
transportation in street-railway serv-
ice. 

(e) Bus. ‘‘Bus’’ means any motor ve-
hicle designed, constructed, and used 
for the transportation of passengers: 
Except passenger automobiles or sta-
tion wagons other than taxicabs. 

(f) Truck. ‘‘Truck’’ means any self- 
propelled motor vehicle except a truck 
tractor, designed and constructed pri-
marily for the transportation of prop-
erty. 

(g) Truck tractor. ‘‘Truck tractor’’ 
means a self-propelled motor vehicle 
designed and used primarily for draw-
ing other vehicles and not so con-
structed as to carry a load other than 
a part of the weight of the vehicle and 
load so drawn. 

(h) Semitrailer. ‘‘Semitrailer’’ means 
any motor vehicle other than a ‘‘pole 
trailer’’, with or without motive power 
designed to be drawn by another motor 
vehicle and so constructed that some 
part of its weight rests upon the towing 
vehicle. 

(i) Driver or operator. ‘‘Driver or oper-
ator’’ means any person who drives any 
motor vehicle. 

(j) Highway. ‘‘Highway’’ means the 
entire width between the boundary 
lines of every way publicly maintained 
when any part thereof is open to the 
use of the public for purposes of vehic-
ular traffic. 

§ 398.2 Applicability. 

(a) General. The regulations pre-
scribed in this part are applicable to 
carriers of migrant workers by motor 
vehicle, as defined in § 398.1(b), but only 
in the case of transportation of any mi-
grant worker for a total distance of 
more than 75 miles (120.7 kilometers) in 
interstate commerce, as defined in 49 
CFR 390.5. 

(b) Exception. (1) The regulations pre-
scribed in this part are not applicable 
to carriers of migrant workers by 
motor vehicle, as defined in § 398.1(b), 
when: 

(i) The motor vehicle is designed or 
used to transport between 9 and 15 pas-
sengers (including the driver); 

(ii) The motor carrier is directly 
compensated for the transportation 
service; and 

(iii) The vehicle used to transport 
mirgrant workers is operated beyond a 
75 air-mile radius (86.3 statute miles or 
138.9 kilometers) from the driver’s nor-
mal work-reporting location. 

(2) Carriers of migrant workers by 
motor vehicle that operate vehicles, 
designed or used to transport between 9 
and 15 passengers (including the driver) 
for direct compensation, in interstate 
commerce, must comply with the ap-
plicable requirements of 49 CFR parts 
385, 390, 391, 392, 393, 395, and 396, when 
the motor vehicle is operated beyond a 
75 air-mile radius (86.3 statute miles or 
138.9 kilometers) from the driver’s nor-
mal work-reporting location. 

[68 FR 47875, Aug. 12, 2003] 

§ 398.3 Qualifications of drivers or op-
erators. 

(a) Compliance required. Every motor 
carrier, and its officers, agents, rep-
resentatives and employees who drive 
motor vehicles or are responsible for 
the hiring, supervision, training, as-
signment or dispatching of drivers 
shall comply and be conversant with 
the requirements of this part. 

(b) Minimum physical requirements. No 
person shall drive, nor shall any motor 
carrier require or permit any person to 
drive, any motor vehicle unless such 
person possesses the following min-
imum qualifications: 

(1) No loss of foot, leg, hand or arm, 
(2) No mental, nervous, organic, or 

functional disease, likely to interfere 
with safe driving. 

(3) No loss of fingers, impairment of 
use of foot, leg, fingers, hand or arm, or 
other structural defect or limitation, 
likely to interfere with safe driving. 

(4) Eyesight. Visual acuity of at least 
20/40 (Snellen) in each eye either with-
out glasses or by correction with glass-
es; form field of vision in the hori-
zontal meridian shall not be less than a 
total of 140 degrees; ability to distin-
guish colors red, green and yellow; 
drivers requiring correction by glasses 
shall wear properly prescribed glasses 
at all times when driving. 
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